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ACCESSIBLE SINGLE ACCOMODATION TOILET 

 

 

 
 
 

GENERAL NOTES: 
1. EXCEPT AT DOORS, THE MINIMUM CLEAR WIDTH OF AN ACCESSIBLE 

ROUTE IN FACILITY IS 36” 
2. ENTRY DOOR HAS PRIVACY LATCH (PUSH BUTTON-LEVER RELEASE) 
3. SUFFICIENT SPACE FOR WHEELCHAIR MEASURING 30” X 48” TO ENTER 

ROOM AND PERMIT THE DOOR TO CLOSE IS PROVIDED 
4. A CLEAR SPACE OF SUFFICIENT SIZE TO INSCRIBE A 60” DIAMETER 

CIRCLE, OR A T-SHAPED CLEAR SPACE IS PROVIDED WITHIN THE 

SANITARY FACILITY ROOM 
5. CLEAR SPACE IS CLEAR OF OBJECTS FROM THE FLOOR TO A HEIGHT OF 

27” 
6. NO DOOR ENCROACHES MORE THAN 12” INTO REQUIRED CLEAR SPACE 

(PANEL DOOR MAY ENCROACH INTO THIS SPACE BY ANY AMOUNT) 48” 
MINIMUM CLEAR SPACE IS PROVIDED IN FRONT OF THE WATER CLOSET 

7. 18” BETWEEN CENTER OF WATER CLOSET AND SIDE-WALL CORNER 
8. 28” MINIMUM CLEAR SPACE IS PROVIDED FROM THE WATER CLOSET TO 

ANY FIXTURE, OR A MINIMUM 32” WIDE CLEAR SPACE TO THE OPPOSITE 

WALL 
9. TOP OF TOILET SEAT IS 17”-19” FROM FLOOR SURFACE 
10. FLUSH VALVE IS ON WIDE SIDE OF TOILET AREA 
11. 44” MAXIMUM FROM FLOOR TO FLUSH VALVE 
12. 5 LB. MAXIMUM FORCE TO OPERATE FLUSH VALUE 
13. WALLS WITHIN COMPARTMENT ARE SMOOTH, HARD AND NON-

ABSORBENT TO 48” IN HEIGHT, AND ARE NOT ADVERSELY AFFECTED BY 

MOISTURE 
14. FLOOR SURFACES OF TOILET ROOM ARE SMOOTH, HARD AND NON-

ABSORBENT EXTENDING UPWARD A MINIMUM OF 5” ONTO WALLS 
15. SIDE GRAB BAR IS A MINIMUM 42” LONG AND EXTENDS 24” BEYOND 

THE FRONT OF THE WATER CLOSET 
16. THE FORWARD END OF THE SIDE GRAB BAR IS LOCATED A MINIMUM OF 

54” FROM THE BACK WALL 
17. SIDE GRAB BAR BEGINS A MAXIMUM OF 12” FROM THE REAR WALL 
18. REAR GRAB BAR IS MINIMUM 36” LONG 
19. REAR GRAB BAR BEGINS A MAXIMUM OF 6” FROM THE CORNER OF THE 

WALL ON THE TOILET SIDE 
20. DIAMETER OF GRAB BAR(S) IS 1-1/4” – 1-1/2” OR SHAPE PROVIDES 

EQUIVALENT GRIPPING SURFACE 
21. CLEARANCE BETWEEN THE GRAB BAR(S) AND WALL IS 1-1/2”. 
22. GRAB BARS ARE MOUNTED AT 33” TO CENTER OF BAR ABOVE AND 

PARALLEL TO FLOOR.  (FOR TANK TYPE TOILETS, 36” MAY BE ALLOWED 

IF TANK OBSTRUCTS PLACEMENT OF BAR) 
23. BARS ARE SMOOTH WITH A MINIMUM RADIUS OF 1/8” 
24. MINIMUM STRUCTURAL STRENGTH OF GRAB BAR(S) WILL SUPPORT A 

250 LB. POINT LOAD 
25. GRAB BARS DO NOT ROTATE WITHIN THEIR FITTINGS 
26. SURFACE OF WALL ADJACENT TO GRAB BAR(S) IS FREE OF SHARP OR 

ABRASIVE ELEMENTS 
27. TOILET PAPER DISPENSER IS LOCATED ON THE WALL WITHIN 12” OF 

THE FRONT EDGE OF THE TOILET SEAT 
28. 19” MINIMUM HEIGHT FROM FLOOR TO CENTERLINE OF TOILET PAPER 

DISPENSER. (LOCATION BELOW GRAB BAR SUGGESTED) 
29. TOILET PAPER DISPENSER ALLOWS CONTINUOUS PAPER FLOW AND 

DOES NOT CONTROL DELIVERY 
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